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Flexible Duct & Accessories

Fire Retardant Aluminum 
Foil Tape 50 µ

TYPICAL APPLICATIONS:

  AVAILABLE SIZE
 

  

PRODUCT DESCRIPTION

FEATURES

TYPICAL PHYSICAL PROPERTIES
PROPERTIES
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METRIC

 
50  
90  

15 N/25mm 
15 cm 

75 N/25mm 
3% 

30  C  +120 C  
20  C ~ +40 C  

25 / 50 & Class 0 

ENGLISH

 
2.0 Mil  

 3.6 Mil  
54 Oz/In  

 
17.0 l  

3%
 

  

25 / 50 & Class 0
 

TEST METHOD

 

3652
1
6  

 
 

UL 723 & ULC-S102 
BS476 Pt. 6 & 7
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48mm/72mm/96mm* * 

* 

45m/90m
2"/3"/4" 

150'/300'

2" × 150'
72mm × 45m 96mm × 45m (On Demand)48mm × 45m

3" × 150' 4" × 150' (On Demand)

2" × 300'
72mm × 90m 96mm × 90m (On Demand)48mm × 90m

3" × 300' 4" × 300' (On Demand)

(On Demand)

A 50 micron (2.0 mil) high tensile strength aluminum foil 
backing with epoxy resin coated on its surface, and combined 
with a high performance solvent acrylic adhesive, protected by 
an easy-release silicone release paper.

-4°F ~ +105°F
-22°F ~ +248°F

 Sealing the joints of aluminum, galvanized & plastic ducts. Sealing insulation joints
for residential, commercial & industrial projects.

5 0 2 3 1 3 5


