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PRODUCT DESCRIPTION :
Alpha Degree Fiberglass Drywall Mesh Tape consists of
special 9x9 cross fiberglass mesh (2.8x2.8 mm spacing),
coated with excellent water-based acrylic adhesive. Alpha
Degree Fiberglass Drywall Mesh Tape resists shrinking,
tearing, stretching and distortion.

APPLICATIONS

It's ideal to use for patching & joint finishing of drywalls, plaster
walls and ceilings.

BENEFITS

Self-adhesive, no pre-plastering required, easy to apply, resists cracking, no rotting, no
blisters or bubbles, more environmentally-friendly. It won’t tear, shrink, stretch or bubble,
while it hides joints, cracks and holes permanently.

TECHNICAL DATA

Weave Leno
- Warp i
Material (Tex) Weft 80
Density (Counts/Inch) Warp Warp 9
Weft 9
: : Raw 51+5%
IRt (gt Finished Mesh 7045%
Content of Resin 30%=Resin=28%
Tensile Strength (N/50mm) wz;{o ggg
Width 50mm
Color White
Tensile strength after 28 days Warp 260% of original
conditioning in 5% NaOH Weft 260% of original

AVAILABLE SIZE

Imported by Alpha Degree L 647-828-0244 @ alphadegree.com & omid@alphadegree.com




